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 Lumenform 
ASB – Arealighting Shoe Box

Arm Mounting
Metal Halide Pulse Start 200 – 400 W

Metal Halide 175 – 400 W
High Pressure Sodium 150 – 400 W

 
 

 

 
 

 
DESCRIPTION 
The ASB is an aesthetic Arealighting 
Shoe Box for up to 400W lamps.  It 
comes with a 6″ arm for mounting on 
poles.  U.L. listed for wet locations. 
 
APPLICATION 
Idea for lighting parking lots and 
other large open areas where 
aesthetics are important. 
 

HOUSING 
The housing is made of high 
pressure die cast aluminum and 
finished in a dark bronze polyester 
powder coat paint finish for lasting 
corrosion resistance. 
 
BALLAST 
High Power Factor, Constant 
Wattage Autotransformer ballasts.   
Multi Tap (120/208/240/277V) or 
480V ballasts.  Minimum starting 
temperature is -20°F (-30°C) for MP 
and MH, -40°F (-40°C) for HPS. 
 
SOCKET 
Mogul base, 4KV pulse rated 
porcelain socket. 

MOUNTING 
6″ (150 mm) Die cast aluminum arm 
with dark bronze polyester powder 
coat paint finish.  Optional 12″ or 
18″ mounting arms. 
 
REFLECTOR 
Die formed, anodized aluminum. 
 
GASKET 
Silicone rubber for long life. 
 
LENS 
Clear tempered glass, impact and 
heat resistant. 
 
EPA 
Effective Projected Area at 0º tilt is 
0.95 (includes mounting arm). 

 
CATALOG NUMBER LOGIC 
 

ASB- MP 400- MT- AM- L 
      
Product Series Lamp Type Lamp Wattage Voltage Mounting Lamp 
ASB = Arealighting 
           Shoe Box 

MP = Metal Halide 
          Pulse Start 
MH = Metal Halide 
HP = High Pressure 
         Sodium 

(MP) 200, 250, 320, 
         350, 400  
(MH) 175, 250, 400 
(HPS) 150, 250, 400 
 

MT = Multi Tap 
         120/208/240/277V 
480V = 480V 

AM = Arm Mounting 
          Square Poles 
AMR = Arm Mounting 
            Round Poles 
 

L = Lamp 
      
Included 

 
OPTIONS  
ASB-AM12 – 12″ mounting arm. 
ASB-AM18 – 18″ mounting arm. 

PC-XXX – Button Photocell (XXX = specify voltage) 
PCTL-XXX Twist Lock receptacle and photocell (XXX = specify voltage) 
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 Lumenform 
ASBT – Arealighting Shoe Box

Thousand Watt - Arm Mounting
Metal Halide Pulse Start 750 W

Metal Halide 1000 W
High Pressure Sodium 1000 W

 
 

 
 

 
DESCRIPTION 
The ASB is an aesthetic Arealighting 
Shoe Box for up to MP 750W, MH 
1000W or HPS 1000W lamps.  It 
comes with a 6″ arm for mounting on 
poles.  U.L. listed for wet locations. 
 
APPLICATION 
Idea for lighting parking lots and 
other large open areas where 
aesthetics are important and higher 
mounting heights are available. 
 
 

HOUSING 
The housing is made of high 
pressure die cast aluminum and 
finished in a dark bronze polyester 
powder coat paint finish for lasting 
corrosion resistance. 
 
BALLAST 
High Power Factor, Constant 
Wattage Autotransformer ballasts.   
Multi Tap (120/208/240/277V) or 
480V ballasts.  Minimum starting 
temperature is -20°F (-30°C) for MP 
and MH, -40°F (-40°C) for HPS. 
 
SOCKET 
Mogul base, 4KV pulse rated 
porcelain socket. 

MOUNTING 
6″ (150 mm) Die cast aluminum arm 
with dark bronze polyester powder 
coat paint finish.  Optional 12″ or 
18″ mounting arms. 
 
REFLECTOR 
Die formed, anodized aluminum. 
 
GASKET 
Silicone rubber for long life. 
 
LENS 
Clear tempered glass, impact and 
heat resistant. 
 
EPA 
Effective Projected Area at 0º tilt is 
1.64 (includes mounting arm). 

 
CATALOG NUMBER LOGIC 
 

ASBT- MH 1000- MT- AM- L 
      
Product Series Lamp Type Lamp Wattage Voltage Mounting Lamp 
ASB = Arealighting 
           Shoe Box 
           Thousand 
           Watt 

MP = Metal Halide 
          Pulse Start 
MH = Metal Halide 
HP = High Pressure 
         Sodium  

(MP) 750 
 
(MH) 1000 
(HPS) 1000 
 

MT = Multi Tap 
         120/208/240/277V 
480V = 480V 

AM = Arm Mounting 
          Square Poles 
AMR = Arm Mounting 
            Round Poles 
 

L = Lamp 
      Included 

 
OPTIONS  
ASB-AM12 – 12″ mounting arm. 
ASB-AM18 – 18″ mounting arm. 

PC-XXX – Button Photocell (XXX = specify voltage) 
PCTL-XXX Twist Lock receptacle and photocell (XXX = specify voltage) 
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 Lumenform 
BLR – Bollard Round 

Metal Halide Pulse Start 35 - 100 W
High Pressure Sodium 35 - 100 W
Fluorescent Quad Tube 26 - 42 W

 
 

  
Dome Top Flat Top 

 
DESCRIPTION 
The BLR series is an aesthetic and 
architectural series of round bollards 
for up to HID 100W or Fluorescent 
quad tube 1 x 42W applications. 
U.L. listed for wet locations. 
 
APPLICATION 
Suitable for lighting of walkways, 
pathways, plazas, pedestrian areas 
and near building entrances where 
an aesthetic clean look is desired.  
  
SOCKET 
Medium base, 4KV pulse rated 
porcelain socket for HID lamps.  
Positive latching thermoplastic socket 
for fluorescent lamps. 

HOUSING 
The main shaft is extruded aluminum 
and the top section is made of high 
pressure die cast aluminum.  
Available in Black (BLK), White 
(WHT) or Architectural Bronze (BRZ) 
polyester powder coat paint finishes 
for lasting corrosion resistance.  
Recessed vandal resistant screws 
provide a clean finished look. 
 
Available in standard 42″ height for 
Dome Top versions and 41″ height 
for Flat Top versions. Can be custom 
manufactured to specified height 
 
All versions include a clear 
polycarbonate lens with internal 
optics. 

OPTICAL 
Available in four versions. 
IR – Internal Reflector (adjustable) 
IL – Internal Louver 
G3 – Glass with type 3 distribution 
G5 – Glass with type 5 distribution 
IR and IL versions are Dark Sky 
compliant. 
 
MOUNTING 
Mounting bracket with anchor bolts 
included. 

 

 
CATALOG NUMBER LOGIC 
 

BLR- MP 100- 120V-
 

427 
 

DT 
 

IR- L 
        
Product Lamp Type Lamp 

Wattage 
Voltage Height, Dia Top Optical Lamp 

BLR = Bollard 
           Round 

MP = Metal Halide 
          Pulse Start 
HP = High Pressure 
         Sodium 
FL  = Fluorescent 
         quad tube 

(MH) 35, 50, 
         70, 100 
(HPS) 35, 50, 
           70,100 
(FL) 26 = 26W 
        32 = 32W 
        42 = 42W 

MT = Multi Tap         
120/208/240/277V 
 
DT = Dual Tap 
120/277V 
 
120V = 120V 

Dome Top 
427 = 42” x 7” 
 
Flat Top 
417 = 41” x 7” 
 
 

DT = Dome 
         Top 
 
FT = Flat 
         Top 
 

IR = Internal Refl. 
IL = Internal Louvers 
G3 = Glass Type 3 
G5 = Glass Type 5 

L = 
Lamp      
Included 
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 Lumenform 
ELP-FH – Emergency Light

Thermoplastic Housing
Fixed Heads

 
 

 

11 3/4" (301mm)
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DESCRIPTION 
The ELP-FH is an attractive, 
economical alternative to traditional 
double headed emergency lighting 
fixtures.  It has an aesthetically 
appealing low profile and is quick and 
easy to install. 
   
APPLICATION 
Suitable for use in almost any 
commercial or light industrial 
application. 
 
APPROVALS 
UL924. 
Life Safety NFPA 101. 
UL listed for damp locations use. 
 

HOUSING 
The housing is made of injection 
molded thermoplastic.  It has high 
impact resistance and is UL94-5V 
rated. 
 
MOUNTING 
The back mounting plate is made of 
injection molded thermoplastic.  It 
has a molded in universal J-Box 
mounting pattern and keyhole slots.  
The main housing snaps on to the 
back plate for quick and easy 
installation. 
 
LENS 
Computer designed optical prisms 
throw the light outward and to the 
sides for maximum utilization. 

ELECTRICAL/BATTERY 
 Dual voltage input 120/277 

VAC, 60 Hz. 
 Maintenance free, Sealed Lead 

Calcium 6V, 4.0 AH battery with 
a maximum full recharge time of 
24 hours.  Minimum 1 ½ hour 
emergency operation. 

 Low voltage disconnect of the 
battery prevents deep discharge 
and maintains good battery life. 

 Fully automatic, solid state 
charger. 

 Test switch with LED charge 
indicator/AC voltage indicator. 

 Safety disconnect feature cuts 
power to the fixture when it is 
removed from the back 
mounting plate. 

 Line latching feature prevents 
the unit from turning on during 
installation to a non-energized 
AC circuit.  Saves labor since 
the installer does not have to 
return to connect the battery 
terminals once the building is 
energized. 

 

Catalog 
Number 

Description Heads Lamp Type Lamp 
V DC 

Lamp 
Watts 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

Pieces 
per Skid 

ELP-FH White Housing Fixed Heads T-5 Incandescent 6 2 x 5.4 3.3 0.13 576 
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 Lumenform 
ELP-SH – Emergency Light

Thermoplastic Housing
Square Heads
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DESCRIPTION 
The ELP-SH is an attractive, 
emergency lighting unit with soft 
rounded corners and adjustable 
square heads. 
   
APPLICATION 
Suitable for use in almost any 
commercial or light industrial 
application. 
 
OPTIONS (add suffix) 
BLK – Black Housing. 
 
APPROVALS 
UL924. 
Life Safety NFPA 101. 
UL listed for damp locations use. 
 

HOUSING 
The housing is made of injection 
molded thermoplastic.  It has high 
impact resistance and is UL94-5V 
rated. 
 
MOUNTING 
The back mounting plate is made of 
injection molded thermoplastic.  It 
has a molded in universal J-Box 
mounting pattern and keyhole slots.  
The main housing snaps on to the 
back plate for quick and easy 
installation. 
 
HEADS 
Two attractive square shaped heads 
with rounded corners are adjustable 
allowing the end user to direct the 
light where it will be most useful.  
Vacuum metalized reflectors increase 
light output from the heads. 

ELECTRICAL/BATTERY 
 Dual voltage input 120/277 

VAC, 60 Hz. 
 Maintenance free, Sealed Lead 

Calcium 6V, 4.0 AH battery with 
a maximum full recharge time of 
24 hours.  Minimum 1 ½ hour 
emergency operation. 

 Low voltage disconnect of the 
battery prevents deep discharge 
and maintains good battery life. 

 Fully automatic, solid state 
charger. 

 Test switch with LED charge 
indicator/AC voltage indicator. 

 Safety disconnect feature cuts 
power to the fixture when it is 
removed from the back 
mounting plate. 

 Line Latching feature prevents 
the unit from turning on during 
installation to a non-energized 
AC circuit.  Saves labor since 
the installer does not have to 
return to connect the battery 
terminals once the building is 
energized. 

 

Catalog 
Number 

Description Heads Lamp Type Lamp 
V DC 

Lamp 
Watts 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

Pieces 
per Skid 

ELP-SH White Housing Square Heads T-5 Incandescent 6 2 x 5.4 4.4 0.31 240 

ELP-SH-BLK Black Housing Square Heads T-5 Incandescent 6 2 x 5.4 4.4 0.31 240 
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 Lumenform 
ELP-HWSH – Emergency Light

Thermoplastic Housing
High Wattage

Square Heads
▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬ 
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DESCRIPTION 
The ELP-HWSH extends the ELP-SH 
family look with an attractive high 
wattage emergency light featuring a 
thermoplastic housing, soft rounded 
corners and adjustable square 
heads.  Available in 6 V and 12 V 
models and up to 54 W for powering 
remote heads. 
   
APPLICATION 
Suitable for use in commercial and 
industrial applications where higher 
light levels are required or remote 
head capability is desired. 
 
ACCESSORIES 
ERH36 – Emergency Remote Head 
PAR36 for indoor use.  Available in 
6V, 9W and 12V, 9W versions. 
 
ERHW36 – Emergency Remote 
Head Weatherproof PAR36 for 
outdoor use.  Available in 6V and 
12V version, 8W and 12W versions. 

APPROVALS 
UL924. 
Life Safety NFPA 101. 
UL listed for damp locations use. 
 
HOUSING 
The housing is made of injection 
molded thermoplastic.  It has high 
impact resistance and is UL94-5V 
rated. 
 
MOUNTING 
The back mounting plate has a 
molded in universal J-Box mounting 
pattern and keyhole slots.  Knockouts 
are available on the top, back and 
sides for easy wire entry. 
 
HEADS 
Two attractive square shaped heads 
with rounded corners are adjustable 
allowing the end user to direct the 
light where it will be most useful.  
Vacuum metalized reflectors increase 
light output from the heads. 

ELECTRICAL/BATTERY 
 Dual voltage input 120/277 

VAC, 60 Hz. 
 Maintenance free, Sealed Lead 

Calcium batteries with a 
maximum full recharge time of 
24 hours. 

 Low voltage disconnect of the 
battery prevents deep discharge 
and maintains good battery life. 

 Brownout detection circuit will 
turn on emergency light during 
low voltage conditions. 

 Fully automatic, solid state 
charger. 

 Test switch with LED charge 
indicator/AC voltage indicator. 

 Line latching feature prevents 
the unit from turning on during 
installation to a non-energized 
AC circuit.  Saves labor since 
the installer does not have to 
return to connect the battery 
terminals once the building is 
energized. 

 

Catalog 
Number 

Lamp 
Type 

Lamp 
Volts 

Lamp 
Watts 

Maximum 
Wattage 

(for 90 min.) 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

Pieces Per 
Master Carton 

Pieces 
Per Skid 

ELP-HWSH-627 T-5 Incan. 6 2 x 9 27 W 7.3 0.53 4 140 

ELP-HWSH-654 T-5 Incan. 6 2 x 9 54 W 11.5 0.53 4 140 

ELP-HWSH-1254 T-5 Incan. 12 2 x 9 54 W 11.5 0.53 4 140 
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 Lumenform 
ELP-HW – Emergency Light

Thermoplastic Housing
High Wattage

 

▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬ 
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DESCRIPTION 
The ELP-HW is an attractive high 
wattage emergency light featuring a 
thermoplastic housing with soft 
rounded corners and PAR 36 heads.  
Available in 6 V and 12 V models and 
up to 54 W for powering remote 
heads. 
   
APPLICATION 
Suitable for use in commercial and 
industrial applications where higher 
light levels are required or remote 
head capability is desired. 
 
ACCESSORIES 
ERH36 – Emergency Remote Head 
PAR36 for indoor use.  Available in 
6V, 9W and 12V, 9W versions. 
 
ERHW36 – Emergency Remote 
Head Weatherproof PAR36 for 
outdoor use.  Available in 6V and 
12V version, 8W and 12W versions. 

APPROVALS 
UL924. 
Life Safety NFPA 101. 
UL listed for damp locations use. 
 
HOUSING 
The housing is made of injection 
molded thermoplastic.  It has high 
impact resistance and is UL94-5V 
rated. 
 
MOUNTING 
The back mounting plate has a 
molded in universal J-Box mounting 
pattern and keyhole slots.  Knockouts 
are available on the top, back and 
sides for easy wire entry. 
 
HEADS 
The two PAR 36, 9 W incandescent 
lamp heads can be easily adjusted 
both vertically and horizontally.  
Knockouts available to move the 
heads to the side of the housing 
when mounting in height restricted 
areas such as over doorways. 

ELECTRICAL/BATTERY 
 Dual voltage input 120/277 

VAC, 60 Hz. 
 Maintenance free, Sealed Lead 

Calcium batteries with a 
maximum full recharge time of 
24 hours. 

 Low voltage disconnect of the 
battery prevents deep discharge 
and maintains good battery life. 

 Brownout detection circuit will 
turn on emergency light during 
low voltage conditions. 

 Fully automatic, solid state 
charger. 

 Test switch with LED charge 
indicator/AC voltage indicator. 

 Line latching feature prevents 
the unit from turning on during 
installation to a non-energized 
AC circuit.  Saves labor since 
the installer does not have to 
return to connect the battery 
terminals once the building is 
energized. 

 

Catalog 
Number 

Lamp 
Type 

Lamp 
Volts 

Lamp 
Watts 

Maximum 
Wattage 

(for 90 min.) 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

Pieces Per 
Master Carton 

Pieces 
Per Skid 

ELP-HW-627 T-5 Incan. 6 2 x 9 27 W 7.3 0.44 4 140 

ELP-HW-654 T-5 Incan. 6 2 x 9 54 W 11.6 0.44 4 140 

ELP-HW-1254 T-5 Incan. 12 2 x 9 54 W 11.6 0.44 4 140 
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 Lumenform 
ERH36

Emergency Remote Head
PAR36 for indoor use

ERHW36
Emergency Remote Head Weatherproof

PAR36 for outdoor use
▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬ 
 
ERH36 (indoor) 

 

 Emergency lighting Remote Head PAR 36 with 9 W lamp. 
 Polycarbonate housing, polycarbonate lens, vacuum metalized reflector. 
 Mounting Plate included. 
 Convertible to 2 heads per mounting plate. 
 

Catalog 
Number 

Description Color Lamp Type 
Lamp 
Volts 

Lamp 
Watts 

Number of 
Heads 

ERH36-69 Indoor Remote Head White T-5 Incan. 6 9 1 

ERH36-129 Indoor Remote Head White T-5 Incan. 12 9 1 

 
 

 
 
ERHW36 (outdoor with sealbeam lamps) 

 

Die cast aluminum mounting plate with gasket.  Grey painted to match 
housing. 
 
Wire entry into swivel is silicon sealed (not visible in picture). 
 
O-ring gasket seals swivel to mounting plate. 
 
Fully adjustable head in both horizontal and vertical directions. 
 
Molded rubber gasket (not visible in picture) provides a positive seal 
against moisture.  The use of a removable gasket allows a weatherproof 
seal to be maintained when lamps are replaced (unlike remote heads that 
use silicon sealant). 
 
Sealbeam PAR 36 lamps for superior optical performance.  Available in 6 
V and 12V versions.  Available in 8 W and 12 W versions. 
 
Retaining ring keeps the lamp and gasket locked into the housing and 
provides a finished look. 
 

 

Catalog 
Number 

Description Color Lamp Type 
Lamp 
Volts 

Lamp 
Watts 

Number of 
Heads 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

Pieces 
Per 

Master 

ERHW36-68 Wet Location Head Grey Sealbeam 6 8 1 1.10 0.12 30 

ERHW36-612 Wet Location Head Grey Sealbeam 6 12 1 1.10 0.12 30 

ERHW36-128 Wet Location Head Grey Sealbeam 12 8 1 1.10 0.12 30 

ERHW36-1212 Wet Location Head Grey Sealbeam 12 12 1 1.10 0.12 30 



Lumenform Industries, Inc.   Specifications and Dimensions subject to change without notice. www.lumenform.com 
   

 

 Lumenform 
EXP – EXIT Sign Plastic

Thermoplastic Housing
Self Powered or AC Only 

LED Lamps
 
 

 
 
DESCRIPTION 
The EXP series is an economical and 
energy saving Exit sign.  The 
injection molded plastic housing has  
soft rounded corners for aesthetic 
appeal.  The LED lamps provide a 
maximum of energy savings potential 
and the battery pack allows the unit 
to be Self Powered during power 
outages.  An AC only version is also 
available. 
   
APPLICATION 
Suitable for use in almost any 
commercial or light industrial 
application. 
 
OPTIONS (add suffix) 
BLK – Black Housing. 
SAL – SALIDA version for Latin 
American markets. 

 

APPROVALS 
UL924. 
UL listed for damp locations use. 
Life Safety NFPA 101. 
 
HOUSING 
The housing is made of injection 
molded thermoplastic making it 
impact resistant and corrosion proof.  
UL94-5V rated. 
 
MOUNTING 
Easy snap fit canopy can be used for 
top or end mounting or knockouts 
can be used for surface mounting.  
Included second face allows the unit 
to be used as a single or double face 
exit sign.  Snap fitting, replaceable  
chevrons for direction indication. 
  
LAMPS 
Long life Light Emitting Diode (LED) 
lamps provide the maximum in 
energy savings. 

ELECTRICAL/BATTERY 
 Dual voltage input 120/277 

VAC, 60 Hz. 
 Maintenance free, Sealed 

Nickel Cadmium battery 
provides a minimum 1 ½ hour 
emergency operation. (SP 
versions only). 

 Low voltage disconnect of the 
battery prevents deep discharge 
and maintains good battery life. 

 Fully automatic, solid state 
charger. 

 Test switch with LED charge 
indicator/AC voltage indicator. 

 

 

Catalog 
Number 

Housing Emergency Lamp Type Wording Input 
Power 
120V 

Input 
Power 
277V 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

EXP-SP-LR Thermoplastic Self Powered LED - RED EXIT 3.0 W 3.0 W 3.3 0.24 

EXP-SP-LG Thermoplastic Self Powered LED – GREEN EXIT 2.8 W 2.8 W 3.3 0.24 

EXP-AC-LR Thermoplastic AC Only LED - RED EXIT 3.0 W 3.0 W 3.2 0.24 

EXP-AC-LG Thermoplastic AC Only LED – GREEN EXIT 2.8 W 2.8 W 3.2 0.24 
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 Lumenform 
EEC-LR-2T – Emergency Exit Combo

with 2 Top mounted heads
Thermoplastic Housing

Self Powered 
LED Lamps

▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬ 

 
 
DESCRIPTION 
The EEC-LR-2T (LED Red) and 
EEC-LG-2T (LED Green) are 
economical and energy saving Exit 
signs with two, Top mounted heads.   
The Exit signs’ LED lamps provide a 
maximum of energy savings potential 
and the battery pack allows the unit 
to be self powered during power 
outages. 
   
APPLICATION 
Suitable for use in almost any 
commercial or light industrial 
application. 
 
OPTIONS (add suffix) 
BLK – Black Housing. 
SAL – SALIDA version for Latin 
American markets. 

 

APPROVALS 
UL924. 
UL listed for damp locations use. 
Life Safety NFPA 101. 
 
HOUSING 
The housing is made of injection 
molded thermoplastic making it 
impact resistant and corrosion proof.  
UL94-5V rated. 
 
MOUNTING 
Easy snap fit canopy can be used for 
end mounting, or knockouts can be 
used for surface mounting.  Included 
second face allows the unit to be 
used as a single or double face exit 
sign.  Snap fitting, replaceable 
chevrons for direction indication. 
  
LAMPS 
Long life Light Emitting Diode (LED) 
lamps in the Exit sign portion provide 
the maximum in energy savings.  The 
emergency lighting heads have 2 x 
5.4 W incandescent lamps. 

ELECTRICAL/BATTERY 
 Dual voltage input 120/277 

VAC, 60 Hz. 
 Maintenance free, Sealed Lead 

Calcium 6V, 4.5 AH battery with 
a maximum full recharge time of 
24 hours.  Minimum 1 ½ hour 
emergency operation. 

 Low voltage disconnect of the 
battery prevents deep discharge 
and maintains good battery life. 

 Fully automatic, solid state 
charger. 

 Test switch with LED charge 
indicator/AC voltage indicator. 

 Line latching feature prevents 
the unit from turning on during 
installation to a non-energized 
AC circuit.  Saves labor since 
the installer does not have to 
return to connect the battery 
terminals after the building is 
energized. 

 

Catalog 
Number 

Emergency Lamp Type 
EXIT 

Section 

Lamp Type 
Emergency 

Section 

Wording Input 
Power 
120V 

Input 
Power 
277V 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

EEC-LR-2T Self Powered LED Red 2 x 5.4 W Incan. EXIT 4.0 4.0 7.0 0.78 

EEC-LG-2T Self Powered LED Green 2 x 5.4 W Incan. EXIT 4.0 4.0 7.0 0.78 

EEC-LR-2T-SAL Self Powered LED Red 2 x 5.4 W Incan. SALIDA 4.0 4.0 7.0 0.78 

EEC-LG-2T-SAL Self Powered LED Green 2 x 5.4 W Incan. SALIDA 4.0 4.0 7.0 0.78 
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 Lumenform 
EEC-LR-2S – Emergency Exit Combo

with 2 Side mounted heads
Thermoplastic Housing

Self Powered 
LED Lamps

 
▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬▬ 
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DESCRIPTION 
The EEC-LR-2S (LED Red) and 
EEC-LG-2S (LED Green) are 
economical and energy saving Exit 
signs with two, Side mounted 
emergency lighting heads.  The 
injection molded plastic housing has 
soft rounded corners for aesthetic 
appeal.  The Exit signs’ LED lamps 
provide a maximum of energy 
savings potential and the battery 
pack allows the unit to be Self 
Powered during power outages. 
   
APPLICATION 
Suitable for use in almost any 
commercial or light industrial 
application.  Ideal for mounting in the 
limited space available above 
doorways. 
 
APPROVALS 
UL924. 
UL listed for damp locations use. 
Life Safety NFPA 101. 

HOUSING 
The housing is made of injection 
molded thermoplastic making it 
impact resistant and corrosion proof.  
UL94-5V rated. 
 
MOUNTING 
Easy snap fit canopy can be used for 
top mounting or knockouts can be 
used for surface mounting.  Included 
second face allows the unit to be 
used as a single or double face exit 
sign.  Snap fitting, replaceable 
chevrons for direction indication. 
  
LAMPS 
Long life Light Emitting Diode (LED) 
lamps in the Exit sign portion provide 
the maximum in energy savings.  The 
emergency lighting heads have 2 x 
5.4 W incandescent lamps. 

ELECTRICAL/BATTERY 
 Dual voltage input 120/277 

VAC, 60 Hz. 
 Maintenance free, Sealed Lead 

Calcium 6V, 4.5 AH battery with 
a maximum full recharge time of 
24 hours.  Minimum 1 ½ hour 
emergency operation. 

 Low voltage disconnect of the 
battery prevents deep discharge 
and maintains good battery life. 

 Fully automatic, solid state 
charger. 

 Test switch with LED charge 
indicator/AC voltage indicator. 

 Line latching feature prevents 
the unit from turning on during 
installation to a non-energized 
AC circuit.  Saves labor since 
the installer does not have to 
return to connect the battery 
terminals once the building is 
energized. 

 

 

Catalog 
Number 

Emergency Lamp Type 
EXIT 

Section 

Lamp Type 
Emergency 

Section 

Wording Input 
Power 
120V 

Input 
Power 
277V 

Weight 
(Lbs) 

Volume 
(cu. ft.) 

EEC-LR-2S Self Powered LED Red 2 x 5.4 W Incan. EXIT 3.8 4.0 7.0 0.50 

EEC-LG-2S Self Powered LED Green 2 x 5.4 W Incan. EXIT 3.8 4.0 7.0 0.50 

 


